
SHAFT MOUNTED ENCrIDER ARRANGEMENT
FOR SYNCDRIVE APPLICATIONS WITH AN 8-PFILE DUAL
WINDING MACHINE.
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SEE NOTE 5.
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NOTES:

1.

2,

3.

WINDING NO. I PROXIMITY
SENSOR

I WINDING NO. 2 PROXIMITY
SENSOR

REFERENCE ALSTBM POWER CONVERSION
SYNCHRONOUS MOTOR SPEC. SMI, SECT. 20
USE TURK UPROX INDUCTIVE PROXIMITY SENSORS
PART NO. Bi 3U-M12-AP6X OR Bi 3U-EM12-AP6X (STAINLESS)
+24VDC POWER IS SUPPLIED BY THE DRIVE. ENCODERS
SHOULD BE WIRED TO A TERMINAL STRIP MOUNTED IN
A BOX LOCAL TO THE MOTOR.
REFERENCE GEC INDUSTRIAL CONTROLS DRAWING
RE4/L8260 - SHAFT MDUNTED ENCDDERS FOR SYNCDRIVE
APPLICATIONS.
CLEARANCE BETWEEN SENSORS ANDROTOR ACTUATOR
ADJUSTABLE BETWEEN l AN]] 2 MM. ALSTDM POWER CONVERSION
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